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Available as modular, through 
chain and pad-eye, Norfloat 
International’s comprehensive 
range of rigid mooring buoys  
offer a tough, long lasting,  
cost effective solution to most 
mooring requirements.

Features
UV stabilised polyethylene
Manufactured from UV stabilised polyethylene, 
Norfloat International’s rigid mooring buoys provide 
excellent impact resistance. Its low energy surface 
reduces marine growth significantly which helps 
keep maintenance costs to a minimum.

Foam filled (standard) 
The rigid mooring buoys are pressure filled using 
marine grade polyurethane foam, to a density of 
36kg per cubic metre.

Mooring solutions
We understand that standard off-the-shelf mooring 
buoys may not always meet your mooring needs 
therefore we are able to manufacture bespoke 
items to suit your requirements.

Lettering
Moulded, irremovable lettering can be added 
during manufacture.

Connection 
Norfloat International’s rigid mooring buoys are 
available as through chain and pad-eye. The 
through chain MB800, MB1200 and MB1800 steel 
is manufactured to fit the mooring chain, ensuring 
longevity and reliability of chain and buoy.

Rigid Mooring Buoys 
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Specifications

Although every effort is made to provide accurate information, dimensions and weights may vary slightly.
Norfloat International reserves the right to change specifications without notice.

NMB60 NMB120 NMB200

NMB350 NMB800

Rigid Mooring Buoys 

Product	 Volume	 Modular	 Conical/	 Through	 A (dia)	 B (height)	 C (chain	 Max chain	 Max chain	 Material
Code	 ltr		  flat	 chain	 m 	 mm	 width) mm	 size mm	 weight kg

NMB60	 60	 Y	 F	 Y	 0.6	 240	 68	 19	 38	 MDPE

NMB120	 120	 Y	 C	 Y	 0.6	 580	 68	 19	 68	 MDPE

NMB200	 230	 N	 F	 Y	 0.8	 560	 105	 28	 150	 MDPE

NMB350	 350	 N	 F	 Y	 1.0	 590	 105	 28	 233	 MDPE

NMB800	 800	 N	 F	 Y	 1.33	 713	 185	 45	 480	 MDPE

NMB1200	 1200	 N	 F	 Y	 1.5	 900	 185	 45	 661	 MDPE

NMB1800	 1800	 N	 F	 Y	 1.8	 1350	 185	 45	 979	 MDPE

‘A’ Diameter

Colours 
Available in Orange and Yellow

‘C’ Chain width

‘B’ Buoy height


